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How it works
 Hot air enters the cooler

 Hot air passes through the Micro-CoreTM

 Warm, moist air exhausted outside 

 Fresh, cool outside air passes into 
the building
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The Micro-Core™ indirect-direct configuration 
ensures maximum cooling with minimum 
added humidity for optimal comfort.



Location Design condition CW3 Leaving Air 
Temp (°F)

Stand Alone 
Cooling Capacity 

(Tons)

Standalone 
Cooling Capacity 

(BTU/h)
EER

Arid 108°F DB / 70°F WB 70 2.8 33,600 19.8

Temperate 99°F DB / 66°F WB 66 4.0 48,000 28.2

Continental 88°F DB / 68°F WB 68 3.4 40,800 24.0

Sub-Tropical 88°F DB / 73°F WB 73 2.0 24,000 14.1

Accessories 
Optional with CW3

External Air Sensor
Intuitively optimizes water and energy usage based on outside ambient conditions and displays current 
outside temperature.

Sensing module automatically drains the water tank when temperature nears freezing.

Internal Air Sensor
A remote temperature and humidity sensing module. Enables the MagIQtouch® Controller to be mounted in a 
convenient location (e.g. control room or living area), while still sensing air from the conditioned space.
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CW3
(inches)

13.6 
Inlet

8.3 
Inlet

8.0 
Drain

9.0 
Drain

22.4 
Suits 20.9" 

dropper

22.2 
Suits 20.9" 

dropper
40 45 1/2 45 1/2

CW3

Operation

Voltage/Phases/Hz 220-240 / 1 / 50/60

Power 1,700W

Current Draw 7.0A

Cooling Capacity* 40,900 BTU/hr

Airflow @ 0.40 in w.g 3,000 CFM

Fans

FanType
Supply: Axial 

Exhaust: Centrifugal-Backward 
Curved

Motor Type
Inverter driven  
variable speed

Motor Output
Supply: 750W 
Exhaust: 950W

Motor Overload 
Protection

One shot fuse

Pumps

Type Centrifugal (Vertical)

Motor 2 Pole Synchronous

Power – rated 25W

Flow Rate 21L/min

Voltage / Phases / Hz 220-240VAC / 1PH / 50/60Hz

Overload One shot

Enclosure Rating IPX4

Heat 
Exhchanger 

Cores

Climate Wizard  
Patented 2-Stage  

Heat Exchanger Cores

Indirect: x8 

Direct: x8

Water

Water Supply 5.3 GPM @ 15 PSI - 115 PSI

Water Drain
Water Drain Connection 11/2" 

BSP

Tank Capacity 8 Gal

Filtration Air Filters
8x MERV 8 Washable  

14" x 25" x 1"

Shipping
Dimensions 46 1/4" (L) x 46 1/4" (W) 40" (H)

Weight 460 lb

Installation

Connected Duct 21" x 21"

Weight Operating – 530 lb
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